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BasicLINE standard
BasicLINE standard, white )

Type: 6814U
GTIN: 4011395148044
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Technical specification
General Information
Product ID: 2CKA006800A2518
Dimensions
Dimensions: 111x111x59 mm
Classification
Enclosure class: IP40
Thermal conditions
Operating temperature: 0...45°C
© ABB 2024 Customer service ABB Exchange
Business ID 0763403-0 puh. +358 10 222 1999 +358102211
www.installationmaterials.com contact.center@fi.abb.com

Pagelof2


https://www.installationmaterials.com
tel:+358102221999
mailto:contact.center@fi.abb.com
tel:+358102211

Product Card AL 1R IR
BasicLINE standard, white " l' l'

Electronics
Detection area: 360°
Packing
Package: 1/24
Unit: PCS
ETIM Data
Creep-under protection: Yes
Optimum mounting height: 2m
Staircase monitoring: Yes
Response value luminosity adjustable: Yes
Mounting method: Flush mounted (plaster)
Material quality: Thermoplastic
Halogen free: Yes
Surface protection: Untreated
Surface finishing: Matt
Colour: White
RAL-number (similar): 9010
Degree of protection (IP): IP40
Frequency: 50...60 Hz
Nominal voltage: 230V
Min. switch-on time: 5¢
Max. duty cycle: 30 min
Detection angle horizontal: 30..360°
Response value luminosity: 10...2000 Ix
Max. switching power: 2000 W
Temperature: -20...45°C
Substation input: Yes
Built-in depth: 41 mm
Min. depth of built-in installation box: 41 mm
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